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Resumen. Las tecnologías utilizadas para la determinación de la deriva de las pulverizaciones poseen

serias limitaciones tecnológicas que impiden identificar el potencial riesgo producido por la aplicación de

fitosanitarios. Utilizando técnicas de simulación numérica computacional, que permiten representar los

procesos de evaporación, colisión y avance del equipo, acoplados a una sistema de información geográ-

fica, que permite determinar la rugosidad del suelo, modelo digital de elevación, cobertura, entre otros,

permitió observar que la deriva producida en una pulverización virtual georeferenciada, supera la zona de

exclusión y alcanza el 80 % de la de restricción determinada por el Decreto Provincial (E.R.) N◦ 2.239/19.
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Abstract. The technologies used for the determination of spray drift have serious technological limi-

tations that prevent the identification of the potential risk produced by the application of phytosanitary

products. Using computational numerical simulation techniques, which allow representing the processes

of evaporation, collision and advance of the equipment, coupled to a geographic information system,

which allows determining the roughness of the soil, digital elevation model, coverage, among others,

allowed observing that the drift produced in a georeferenced virtual spraying, exceeds the exclusion

zone and reaches 80 % of the restriction zone determined by the Provincial Decree (E.R.) N◦ 2.239/19.
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