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Resumen. Los buques graneleros transitan la hidrovía generando efectos hidrodinámicos en su entorno,

los cuales, sumados a la los efectos turbulentos provocados por sus sistemas de propulsión pueden tener

influencia sobre el lecho fluvial y modificarlo, especialmente en canales de aguas poco profundas. Entre

dichos efectos se encuentran: redistribución del flujo y aceleración del mismo debajo de la quilla, con

el consecuente aumento de las tensiones de corte ejercidas sobre las partículas que componen el lecho,

pudiendo ocasionar erosiones, en el caso que superen a la tensión crítica del sedimento. Este grupo de

investigación pretende, evaluar el impacto de los efectos provocados por las hélices en la resuspensión de

sedimentos, los cuales serán estudiados a partir de simulaciones físicas de laboratorio y por simulacio-

nes numéricas (CFD). En este trabajo se muestran los primeros resultados obtenidos en pos del objetivo

mencionado, a partir de simulaciones CFD de un modelo Bulk Carrier granelero, utilizando superposi-

cion de movimientos a la trayectoria del buque con la tecnica Overset mesh de Simcenter STAR-CCM+,

teniendo en cuenta el giro de la hélice y los desplazamientos del buque (trayectoria, ascenso, descenso,

guiñada, cabeceo, escora, etc).
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Abstract. Bulk vessels transit the waterway generating hydrodynamic effects in their environment,

which, added to the turbulent effects caused by their propulsion systems, can influence the river bed

and modify it, especially in shallow water channels. Among these effects are: redistribution and accele-

ration of the flow under the keel, with the consequent increase in the shear stresses exerted on the bed

particles, which may cause erosion, if they exceed the critical tension of the sediment. This research

group aims to evaluate the impact of the effects caused by the propellers on the resuspension of sedi-

ments, which will be studied from laboratory Physical Simulations and Numerical Simulations (CFD).

This work shows the first results obtained in pursuit of the aforementioned objective, from a CFD simu-

lation, which contemplates the movements of the vessel (pitch, roll, etc.) and propulsion system.
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